
Platforms & Access
J A L S E C

SALE RENT

OBJECTIFS

To achieve the different phases of a building 
or a PW structure with a platform allowing 
setting up circulation in the periphery as 
well as a wall formwork support.

ADVANTAGES

	■ Reference : this platform which is the most 
innovative on this market, remains an une-
qualled reference for years. Its principle 
of modularity by association of two plat-
forms connected by a “sliding” bridge is a 
revolution in the matter…

	■ All for safety : in the DESIGN phase (uni-
form distribution of the loads on the sup-
ports) or in term of COLLECTIVE SAFETY 
(total in the perimeter of the building regar-

ding the ongoing work).
	■  Modular : takes into account the 

perimeter of a building and 
adapts to the shapes 

and dimensions of 
this one according to 
building site require-
ments.

	■ Ergonomics 
: allows creating 
a circulation which 
makes the work of 
operators easy on 
a building site, in 
the periphery of a 
building site (outer 
wall of a building) or 
of a PW structures 

(bridge piers, bridge 
abutments, frame 

bridge…)
	■ Optimised for logis-

tics : foldable, space-saver 
(more than 70ml on a se-

mi-tray) safe shipping thanks 
to the self-bracing system integrated in the 
packetable structure in a container: it al-
lows reducing logistic costs.



CARACTERISTIQUES

 	■ Lenght : 12,50m maximum in safety on the bearings,
 	■ 3 base modules : 1,25m, 2m, 3m,
 	■ 3 modules of extension floors : 0,25m, 0,50m, 1 

variable from 0,20 à 0,60m
 	■ Reversible angle left/right : 1,60 m x 1,60 m x 2,378 m,
 	■ Laterally extensible with a maximum length according
 	■ to the base platform,
 	■ Opening at : 90° (straight) ou 110° (inclined),
 	■ Wall formwork support: for wall formworks with max. height of 9m. 
 	■ Gangway with steel framing and wooden floor of 40cm 

thickness.
 	■ Possible positioning of the supports in the axle of the brackets.

 	■ ACCESSOIRES 
Universal extension of bracket, under and over slab support, 
front and rear extensions, handling lock, sling offset, spreader, 
attachments on apron, shifted extensions, shifted junction, 
end canopy, non-tilt at wind of OWP, drop OWP support, 
option Jalsec rubber head guard, compensation
leg, extension lateral screen, attachments on
springs, short mobile shoes-attachments, sling
offset.

Support with anchor rod 
for automatic engagement 

of the platform.

Extremity guardrail 
according to the length of 

the floor

Extremity guardrail 
with sliding extensions 
for formwork and tilt 

guardrail

Option gratings : window 
for checking the position of 

the supports
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