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SHORING TOWER
Staflex Multidynamic

OBJECTIVES

The STAFLEX MULTIDYNAMIC tower allows 
ergonomic assembly and the realization 
of shoring with traffic decks between 
STAFLEX towers, and at the same time 
revitalizes the STAFLEX ladder tower fleet. 
Based on STAFLEX steel and aluminium 
frames, MULTIDYNAMIC components 
reduce the total number of elements to be 
used while offering additional functions. 

ADVANTAGES

	■ Components compatible with STAFLEX 
steel or aluminum frames (integrated 
ladder),

	■ Crane lifting points marked in yellow 
Automatic locking at junctions by means 
of a tilting cam pin,

	■ Rosette for decking between the towers,
	■ Bracing of a STAFLEX tower block is 

carried out by months and diagonals, 
	■ Complies with the NT 24 CRAMIF 

according to the recommendations of 
the NF EN 12813 standard, 

	■ Weight of the elements < 15 kg. 

INTEGRATED FUNCTIONS

	■ Basket storage,
	■ Compatible with keying 

railing,
	■ Compatible with shifting 

cart,
	■ Links with molds,
	■ Tower head decking.

Scan to consult 
the technical 

documentation 
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Aluminium platform 
automatic trapdoor
self-locking system

Connection by 
locking automatic, 

interlocking & locking of the 
toggle pins

New version of the 
multidynamic guardrail 

frame. 
The guardail 

MULTIDYNAMIC frames 
replace the GC connector 
rails + vertical diagonals

Lifting points
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SHORING TOWER
Gamme Staflex

STAFLEX 
STANDARD STAFLEX NT24 STAFLEX MULTIDYNAMIC

STAFLEX 
MULTIDYNAMIC 
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LOADS 
/MAX 
FEET

6 TONS 4 TONS 6 TONS 6 TONS 5 TONS 6 TONS 6 TONS 5 TONS 6 TONS 5 TONS

Max. 
weight 
handled

20.5 kg 20.5 kg 20.5 kg 25 kg 14.8 kg 20.5 kg 25 kg 13.8 kg 15kg 7.5kg

Max. 
weight of 
stacked 
compo-
nents

20.5 kg 20.5 kg 20.5 kg 25 kg 14.8 kg 20.5 kg 25 kg 13.8 kg 15kg 7.5kg

Means of 
access Mobile ladder Mobile 

ladder Integrated ladder Mobile 
ladder Integrated ladder
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Technical note n°24 CRAMIF

Techni-
cal note 
n°24 
CRAMIF

•	Technical note n°24 CRAMIF 
•	Functional requirement criteria and 
constructive layout of NF P93-551
•	Access: A1/A2 - Filling: RL1 - Craning: G1
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	■ Fall arrest 
harness 
mandatory

	■ Guardrail incorporated 
in the overlay

	■ Aluminium half-bearing 
with trapdoor

	■ Integrated locking 
system

	■ Guardrail incorporated in the overlay
	■ Aluminium half-bearing with trapdoor
	■ Integrated locking system
	■ Automatic locking action
	■ Built-in lifting points
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shifting trolley
	■ Craning

	■ Access by KV brace
	■ Folding by shifting 

trolley
	■ Craning

	■ Access by KV brace
	■ Folding by shifting trolley
	■ Craning

	■ Ergonomic 
frames (1 m 
high only)

	■ Access by KV 
brace

	■ Folding by 
shifting trolley

	■ Craning
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	■ Etaiement multidirectionnel
	■ Platelage entre tours
	■ Platelage sous coffrage

*R
éf

. t
ou

r 1
20

x1
60


